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Product Overview

The Continental Controls Corporation CAT Monitor is a high-performance emissions monitoring and
diagnostic system designed for gas engines and turbines. It provides real-time data on catalyst
efficiency, temperature, and emissions levels, ensuring compliance with environmental standards while
maximizing engine performance. The CAT Monitor integrates seamlessly with existing control systems
for continuous feedback and optimized fuel-air ratio management.

Key Features

- Continuous monitoring of catalyst temperature and performance

- Real-time NOx, CO, and Om emissions data

- Advanced sensor diagnostics and fault detection

- Integration with engine control systems via CAN or analog interface
- User-configurable alarm thresholds and data logging

- Rugged industrial enclosure for harsh environments

Technical Specifications

Parameter Value / Range

Sensor Inputs Thermocouple (Type K), Om, NOx, CO

Communication CAN Bus, RS-485, 0-5 VDC analog

Supply Voltage 12-24 VDC

Operating Temperature -20°Cto +70 °C

Display Digital LCD with backlight

Enclosure Rating IP65 (NEMA 4X equivalent)

Data Logging Internal memory or external SD card

Mounting Panel or wall mount

Weight ~8 Ib (varies by configuration)
Applications

- Catalyst-equipped gas engines

- Power generation and CHP systems
- Industrial emissions monitoring

- Compliance verification and reporting
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